I-series

AD-35i
AD-50i
AD-80i
AD-120i
AD-30x2Ri
AD-45x2Ri
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The Intelligent Dryer Series from ADC

Luxury Performance Drying Systems

As the first company to introduce stack dryers to the industry and the first to utilize computers in commercial dryers,
the all-new Intelligent Dryer Series continues the legacy of cutting edge technology with unsurpassed reliability.

We’ve designed the ultimate drying machine, engineered with the owner in mind. The all new ADC i-series is more

aggressive, eye-catching, and innovative than any dryer in the marketplace today.Owning an Intelligent Dryer means

experiencing state-of-the-art drying with exceptional technology and industry leading advancements.

Tumbler Capacity Per Pocket

Tumbler Diameter

Tumbler Depth

Tumbler Volume Per Pocket

Tumbler Motor

Fan Motor

Door Opening (Dia.)

AD-35i AD-50i AD-80i AD-120i AD-30x2Ri AD-45x2Ri
351bs (15.9 kg) 50 Ibs (22.7 kg) 80 Ibs (36.3 kg) 120 Ibs (54.4 kg) 30Ibs (13.6 kg) 45 Ibs (20.4 kg)
30" (76.2cm) 32-3/4"(83.2cm) 37" (94 cm) 42"(106.7 cm) 30" (76.2cm) 32-3/4"(83.2cm)
29-3/8"(74.6 cm) 37-1/2"(95.3 cm) 35-7/16" (90 m) 44-1/4"(112.4 am) 27" (68.5 cm) 30”(76.2 cm)
12 cuft (339.81) 183 cuft (518.21) 22.05 cuft (624.39 1) 35.5 cuft (10053 L) M aft (311.51) 14.6 cuft (413.41)
1hp (.75 kW) 1hp (.75 kW) 1hp (.75 kW) 2hp (1.49 kW) 1/4hp (19 kW) 1/3 hp (.25kW)
1hp (.75 kW) Gas
1/2hp (37 kW) 3/4 hp (.56 kW) 3/4 hp (.56 kW) 3hp (224 kW) Steam 1/2hp (37 kW) 1/2hp (37 kW)
21-1/2"(54.6 cm) 27"(68.6 cm) 31-3/8"(79.7 cm) 31-3/8"(79.7 cm) 21-1/2"(54.6 cm) 27"(68.6 cm)

Dryer Width

Dryer Depth

Dryer Height

Packaging Dimensions

Dryers Per 20’/40’ Container

Dryers Per 48'/53' Truck

Rirflow Per Pocket 60Hz

Rirflow Per Pocket 50Hz

Exhaust Connection

31-7/8" (81 cm) 34-1/2"(87.6 cm) 39”(99.1 cm) 44-7/8"(113.98 cm) 31-1/2"(80 cm) 34-1/4"(87 cm)
43"(109.2 cm) 49-3/8"(125.4 cm) 52-3/8"(133 cm) 61-3/8"(155.89 cm) 39-5/8"(100.6 cm) 47-7/8"(121.7 cm)
67-7/8"(172.5 cm) 73-5/8"(187.1cm) 77-7/8"(197.8 cm) 88-7/8"(225.74 cm) 78-5/16"(198.9 cm) 817(205.8 cm)
34VA" X AT X 73" 36%"x 544" x 80" A1%"x 57%" x 86" 52V4 x 67%"x 96" 33V4"x 44°/8"x 85" 38"x51"x 87"
10/22 10/20 8/16 4/9 14/28 10/21
32/36 25/28 22/26 10/12 36/42 25/28
440 cfm (12.46 cmm) 850 cfm (24.1 cmm) 920 cfm (26.1 cmm) 1,350cfm (38.23 cmm) 450 cfm (12.7 cmm) 525 cfm (14.9 cmm)
340 ¢fm (9.6 cmm) 810 cfm (22.9 cmm) 880 ¢fm (24.9 cmm) 1,350cfm (38.23 cmm) 375 ¢fm (10.61 cmm) 440 cfm (12.45 cmm)
6”(15.2.cm) /8”(20.3 cm) 8"(20.3 cm) 8"(20.3 cm) 10”(25.4 cm) 1X8"(1X20.3 cm) 1X10”(1X25.4 cm)

Approximate Net Weight

552 Ibs (250.4 kg)

660 Ibs (299.37 kg)

7001bs (317.5 kg)

1440 Ibs (653.2 kg)

520 Ibs (236 kg)

640 Ibs (290 kg)

Approximate Shipping Weight

585 Ibs (265.4 kg)

7151bs (324.31kg)

7201bs (326.6 kg)

1500 Ibs (680.4 kg)

550 Ibs (249 kg)

700 Ibs (318 kg)

Heat Input Gas Models
Per Pocket

Voltage Available

120-480V 1,3 ph 50/60 Hz (elec.)

120-480V 1,3 ph 50/60 Hz (elec.)

70,000 btu/hr 125,000 btu/hr 135,000 btu/hr 250,000 btu/hr 72,000 btu/hr 94,000 btu/hr
(17,639 keal/hr) (31,500 keal/hr) (34,019 keal/hr) (62,998 keal/hr) (18,144 keal/hr) (23,688 keal/hr)
120480V 1,3 ph 50/60 Hz | 120 /80V130h S0/60Hz 120-480V1,3phSO/60H2 * 156 10011 3 50/60Hz | 120-240V1 ph50/60Hz | 120-240V 1 ph 50/60 Hz

Specification subject to change without notice.

Refer to installation manual for specific requirements.
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